PRODUCT TESTIMONIAL
“I would never install Erosion Control
Blankets without the Staple Wasp. It is
truly a lifesaver and a money maker.”
“Without the Staple Wasp, using a pole with the magnet
on the end and a rubber mallet to hammer each staple
in one at a time, I was able to install twelve 8’x112.5’
blankets in eight hours. Using the Staple Wasp, I was
able to install forty-three 8’x112.5’ blankets in eight hours.
I had one person helping me stage all the blankets in the
approximate location where they needed to be rolled out,
and that was it. Otherwise, I unwrapped, placed, rolled and
stapled every single blanket myself.
The Staple Wasp is the only thing I can attribute this to.
With the Staple Wasp, I average about 15-20 minutes per
8’x112.5’ blanket to install. Once you figure out how the
staples like to go in the ground and how the Staple Wasp
functions, everything goes pretty quick. Not only does
this save me time and puts more money in my pocket,
but it gets me in and out of the jobsites faster, which the
contractors like. I’m saving the contractors money because
I’m only charging them for a one-man operation, but the
Staple Wasp is doing that of a four-man install crew doing
it the old way. Everybody wins by using the Staple Wasp.”
Testimonial by:
Travis Pohlman
Country Inspired Landscapes
402-660-1235 | thpohlman@gmail.com

Staple Wasp for ECB Installation
Save your backs, knees, time & money!
Staple Wasp has engineered a better way to install
erosion blanket, landscape fabric, all forms of road
fabric, and drip line hose. They did so with the goal of
making the installation process faster, using less labor,
improving installation quality, and saving the backs
and knees of the installation team along the way.
− Dimensions of the gun: 42” height x 14” length x 16”
curved handle width / 3 ½” at base
− Weight of the gun: 13.5 lbs.
− Staple magazine capacity: 1 clip of 50 steel or
galvanized staples
− Material used: Aluminum and Hardened Steel

43 Blankets in 8 Hours with Staple Wasp vs.
12 Blankets in 8 Hours with Conventional Installation

